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ABUTRACT

Heat-transfer wasurement3 were made for condensation of

ateam on three finned tubes with rectangular-section fins.

These tubes have a fin thickness and fin height of 1.0 mm and

fin specingo of 0.', 1.0 and 1.5 ma. Data were taken by in-

sulating both the inner and outer surfaces over up to 5 or 6

angular portions, including 0, 30, 60, 90, 150, 210 degrees,

of the top portion of each tube. The measured average heat-

transfer coefficients for the unblanked portion of the tube

were processed to yield both the local and average heat-

transfer performance as a function of the- angle measured from

the top of the tube using a third-order polynomial.

The results show that the average enhancement for the fin

spacings of 0.5, 1.0 and 1.5 mm were 2.5, 3.0 and 3.1, re-

spectively, for the atmospheric-pressure condition. And they

were 1.8, 2.3 and 2.4 for the low-pressure condition. The

local enhancements at the top of tubes were 5.2 and 3.8 for

s - 0.5 m, 6.6 and 4.8 for s - 1.0 m, and 6.6 and 5.5 for

s - 1.5 -o at atmospheric and low pressures, respectively.
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NOMENCLATURE

a0 Local enhancement coefficient eqn. (4.4)

a, Loca: enhancement coefficient eqn. (4.4)

a,, Local enhancement coefficient eqn. (4.4)

a3 Local enhuncemenc coefficient eqn. (4.4)

2ý2
A Heat-transfer surface area (m2)

Act Effective outside area of finned tube (m )

Af Actual area of finned tube (m )

It P Profile area of fin (m2 )

a Coefficient for eqn. (5.1*

af Coefficient used for finned tube in eqn. (5.4)

Sa Coefficient used for smooth tube in eqn. (5.4)

|Average enhancement coefficient defined in Appendix C
A b0 Average enhancement coefficient defined in Appendix C
,b2 Average enhancement coefficient defined in Appendix C

•b 3  Average enhancement coefficient defined in Appendix C

B Average enhancement value for a specific tube

C Sleder-Tate-type coefficient in eqn. (4.2)

C Modified Sieder-Tate-type coefficient in eqn. (5.2)

D Tube diameter (m)

D Equivalent diameter of finned tube (m)

D Diameter of tube at tip of fins (W)

D2 Inside diameter of test tube (i)

Dr Root diameter of fin tubes of outside diameter of
Ssmooth tube (m)

e Fin height (mm or m)
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g Acceleration due to gravity (m/s 2 )

h Condensing heat-transfer coefticient (W/TAK)

h K Condensing heat-transfer coetficient calculated using
the Beatty & Katz method (W/m'K)

h Condensiq heat-transfer coefficient of a finned tube, ~(w/ M)

hi Inside condensing heat-transfer coefficient (W/mýX)

ha Outside Condensing heat-transfer coefficient (W/m 2 K)0

ho Condensing heat-trangfer coefficient calculated usingthe Owen method (W/m'IQ

ht Condensiqq heat-transfer coefficient at the top of the
tube €W/m-K )

hRw Con•densing heat-transfer coefficient calculated using
the Rudy & Webb method (W/m 2 K)

ht Condepsing heat-transfer coefficient for smooth tubeh (W/M K)

hw Condensing heat-transfer coefficient calculated using
the Webb method (W/mf-K)

h¢ Condensing heat-transfer coefficient at some specified
angle around the circumference of the tube(W/m2K)

k Thermal conductivity of cooling water at T (W/m K)

k Thermal conductivity of tube metal (W/m K)

Length of condenser test tube (m)

Lt Length of tube portion (not exposed to vapor) Inside
nylon bushing at the Inlet (m)

L? Length of tube portion (not exposed to vapor) inside

nylon bushing at the outlet (m)

LHTD Logarithmic-mean-temperature difference in egn (1.1)

m Mass flow rate of cooling water (kg/s)

Nu, Inside Nusselt number

p Fin pitch (i)
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P Vetted perimeter (W)

Pr Prandtl number of cooling water

Q Heat-transfer rate (W)

q Heat flux (W/m 2)

SHeat flux of finned tube based on A. (W/m 2 )

q. Heat flux of smooth tube based on A' ( W/m2)

Re Cooling water-side Reynolds number

RW Tube-wall thermal resistance eqn. (4.1)

s Fin spacing (mm or m)

t Fin thicktness (i)

tb Fin thickness at base (i)

T Saturation temperature of the steam (K)

7T Outside average wall temperature (K)
Wo

U Overall heat-transfer coefficient (W/m 2lC)

V Velocity of the vapor (a/u)

V W -Velocity of the water (m/s)

Greek Symbols

AT Temperature difference (K)

AT Temperature difference for the finned tube (K)

AT Temperature difference for the smooth tube (K)

Local enhancement based on a temperature difference

Local enhancement based on a heat flux
q Local enhancement at some angle around the

circumference of the tube

e Average enhancement of the uninsulated tub~e

E Average enhancement at some angle around the
circumference of the tube
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Average enhancement of the tcp portion of the tube

Fin tip half angle (rad)

i i Fl. efficiency

Fin efficiency of the portion of the tube L,-

r12 Fin efficiency of the portion of the tube L2

pj 'Density of the water (Kg/m3)

S* Insulated half angle (rad)

SCondensate retention angle (angle measured from the
bottom of the tube to the position at which the
condensate first fills the interfin space) (rad)

8 Insulated angle (rad)

o Surface tension of the water (N/m)

Dynamic viscosity of the cooling water (N s/m2 )

Dynamic viscosity of the cooling water at the inside
wall temperature (N s/m2

1
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I. INTRODUCTION

A. BACKGROUND

In this highly technological society, the requirements

to remove large quant-ities of heat efficiently has sparked

numerous studies to collect information to assist in

the improvement of the heat-removal process. Considering

the basic equation which governs heat transfer for fluid

systems, allows one to realize in which areas

improvements are possible:

Q = UA(LMTD).

The equation involves the logarithmic-mean-temperature

difference, which is normally defined by the application

being considered and cannot be considered a variable

quantLty. Also, incltded in this relationship is the overall

heat-transfer coefficient which is dependent on the

construction, composition, and cleanliness of the condenser

tube as well as the fluids be.ng employed. Varying the

above-mentioned parameters provides the designer with

limited control over the efficiency of the system's

condenser. That leaves the heat-transfer area which can

be varied in order to increase the rate of heat transfer.

There are only two possibilities when changing the heat-

transfer area, which are: (a) increase the size or length of

the tubes which increases the size and weight of the

14
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condenser, o.: !b) replace smooth tubes with externally finned

tubes, resulting in a smaller sime and weight of the

condenser.

In the application of steam to Naval vessels, both size

and weight of major components have direct impact on the

vessel's characteristics and ability to perform efficiently

her mission requirementv. Therefore, in order to in~crease

the heat-transfer rate per unit weight, the addition of

integral fins to the tubes of the condenser Is the

desired alternative under investigation.

Extended surfaces have been widely employed in

refrigeration systems for many years.. The presence of

fins Increases the effective heat-transfer area of the heat

exchanger which enhances heat transfer. Further, when

applied to condenser-type applications, the effect of the

extended surfaces exceeds the expected increase in heat-

transfer performance based on the Increase in heat-transfer

area al one (1,21. The additional i ncrease-in heat-exchanger

effectiveness Is attributed to the smaller condensate travel

distance (as discussed In Chapter II, Dq < D) and the role

played by the surface-tension forces which tend to thin the

condensate film (2,33.

The enhancement of the condenser tube by the addition of

!Ins can be accomplished either on the water or steam~ side

of the tube. The addition of extended surfaces on the water

side would Increase frictional pressure drop, thus creating



additional pumping power. Most Importantly,, -internal fins

would raise serious questions as to Increased fouling and

difficulties associated with cleaning of sach tubes. On the

other hand, enhancement of the outside surface of the tube

can be accomplished with greater economic advantage.

Therefore, the addition of fins to the condenser tubes has

been limited to the outside surface of the tubes.

Recent studies have considered both numerically and

experimentally methods of predicting the effects on the

outside heat-transfer coefficient due to the presence of

fins [2,4,5,6,7,8,91. Additionally, studies have considered

avariety of fins of many different configurations and

materials in order to determine the optimum character'stics

when applied to specific applications [3,10).

The specific configuration of the fins on a condenser

tube -determine the steam-side heat-transfer performance. As

it has been well established, some portion (i.e., lover

portion) of a finned tube undargoing condensation is usually

fully flooded by condensate. owing to considerably large

condensate film thickness, the heat-transfer performance of

tis flooded portion is generally poorer than the upper,

uflooded portion of the tube. The extent of flooding is

stroglydependent on the fin spacing and the surface tension

to density ratio of the condensate. As discussed tn Chapter

II In detail, the extent of flooding is usually exp'ressed by

the condensate retention angle (i..e., the angle measured from

16



the bottom of the tube to the position at which the

condensate Just fills the interfin spacing, see Figure 1.1).

The condensate retention angle has been studied thoroughly

both theoretically and experimentally and agreement, in

g~neral, has been very good.

Wanniarachchi et al.. [2) and Yau et al. ['] showed

considerable heat-transfer enhancement for condensation of

steam on finned tubes with a fin specing of 0.5 mm even

though these tubes were completely flooded by condensate
(i.e., water). In fact, they reported enhancements (i.e.,

the ratio of finned tube condensing coefficient to the value

for the corresponding smooth tube) at least as much as the

area enhancement. These enhancements were higher than can be

explained by one- or two-dimensional conduction through the

composite of fins and condensate. Therefore, more

complicated heat-transfer and fluid-flow mechanisms are

believed to occur on finned tubes undergoing filmwise

condensation.

Based on the above discussion, the major thrust of this

thesis is to attempt experimentally to measure the "local"

condensing heat-transfer coefficient of a finned tube

undergoing filmwise condensation. As discussed in Chapter IV

in detail, data have been taken on finned tubes by

systematicallY insulating a measured angular portion (both

on the inside and outside surfaces) of the finned tubes. A

comprehensive pool of data for this situation has been

17



External Diameter of fins-

Root D~ameter of fins

Figure 1.1 A Cross-Sectional View of a Finined Tube Showing
Condensate Retention.
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gathered in order to reveal the relative heat-transfer

performance of flooded and unflooded portions of finned tubes

undergoing filmwise condensation.

This thesis effort is a continuation of research being

conducted at the Naval Postgraduate School (hPS) under a

grant 'from the National Science Foundation.

B. OBJECTIVES

The main objectives of this thesis are as follows:

1. Take data using three finned copper tubes with a fin

thickness and height of 1.0 mm and fin spacings of 0.5

mm, 1.0 mm and 1.5 mm to demonstrate repeatability

with the data collected on the present apparatus by

previous investigators.

2. Take data using the above-mentioned tubes while

systematically insulating upper portions of the tubes.

3. Determine the variation of the local outside heat-

transfer coefficient in view of condensate retention

angles.

4. Observe and study the mechanisms that occur in the

flooded region of the tube.

19



I1. PREVIOUS INVESTIGATIONS O HORIZONTAL FINNED TUBES

A. GENERAL OBSERVATIONS

In a condenser, when vapor condenses In a filmwise mode

on smooth horizontal tubes, a condensate film always exists

around the tube. The latent heat of the vapor that is

released during condensationi will eventually be absorbed by

the coolant flowing through the tube. The condensate film

provides an additional resistance to the transfer of heat due

to the low conductivity of the liquid. This resistance

increases as the film thickness increases around the

periphery of the tube starting fiom the top of the tube

towards the bottom. Therefore, it becomes necessary to reduce

the condensate film thickness in order to enhance the heat-

transfer performance. For horizontal tubes, thinning of the

condensate film can be achieved by employing finned surfaces.

On a finned tube, the flow of condensate between the fins

is greatly affected by the ratio of surface tension forces to

gravity forces. The surface tnsion effect on the behavior

of the condensate is composed of two factors. One is the

effect of reducing the condensate film thickness on the fin

flanks in the unflooded region of the tube, which leads to

enhanced heat transfer. In this region, the condensate on

the fin surface is driven by combined gravity and surface

tension forces into the fin root where it is drained by

gravity. The other factor is the effect of retaining

20



condensate between the fins in the lower, flooded region of

the tube, which leads to a decrease In effective surface

area. The flooded portion of the tube Is defined by the

retention angle which was previously discussed in Chapter I.

It is clear that for a given finned tube, the heat-transfer

performance increases with decreasing retention angle.

Therefore, any means of reducing the retention angle is

beneficial.

B. EXPERIMENTAL AND THEORETICAL STUDIES

1. Condensba Retention

The first measurements of condensate retention were

made by Katz et al. (111 in 1946. These measurements were

made under static conditions (i.e., no condensation

occurring) using water, aniline, acetone, and carbon

tetrachloride on ten different tubes with fin densities from

275 to 984 fins/a, and fin heights from 1.2 to 5.7 mm. The

retention measurements were performed both by visual

observation ind by weighing the amount of retained fluid.

Theoretil treatment ol the problem uzIng the measurement of

surface tension by a capillaky tube Rnd by the pendant drop

%ethod was made to develop n formula to predict condensate

retention as a f.anc-lon of condensate properties and the

dimensions of tih tube. Their results for the condensateI retent "n angle is given by the equation,

21
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4D - I Df2Dr -'2s (80)J (2.1)
sin %W p,9 I n(D-D 2d) 980

4 f

where

a - surface tension,

P- - density of condensate,

q - acceleration of gravity,

Df - diameter of tube at fin tip,

D - outside diameter of tube, and

s - fin spacing.

It was shown that condensate retention depends mainly on the

ratio of surface tension to liquid density and on the fin

spacing.

In 1981, Rudy and Webb (4) measured condensate

retention angles on three integral-tin tubes with three fin

densit-ies (748, 1024, and 1378 fins/m). They used three

different fluids (watex, R-11, and n-pentane) under both

static and dynamic conditions. Their results showed that the

retention angle increases as the surface tension to density

ratio of the fluid increases. They also showed that the

difference between static and dynamic retentiun angles was

Svery small. For water, they-reported that a significant

portion of the tube surftace was floodr.d.

In 1982, Rifert (131 developed equation (2.2) for the

retention angle using a model of the capillary rise height of

the fluid along a vertical plate,

22



%p: cat 2o(P-p) J (2.2)•=tp I -olD fA p

where

P w vetted perimeter,

p - fin pitch, and

A - profilri area of the fin.
p

Later, in 1983, Rudy and Webb (6) developed an

analytical model to predict condensate retention. They used

two finned sections, one in tubular form and the other by

splitting the tubular section and unrolling. It into a

vertical plate. They found that the vertical rise height of

the condensate was the same for both these cases.

Based on this observation, they modelled condensate retention

on a flat plate to express the same on the finned tube. They

made a simple force balance on the free body of condensate

and developed an expression for the condensate retention

angle as given by equation (2.3):

S2o (2e-t) (2.3)
p~g esD J

where

e - fin height.

Both their analytical and test results showed that the

retention angle increases with increasing surface tension-to-

density ratio. Experimental results using water, R-11, R--12,

ammonia, and n-pentane were predicted to within 10 percent.

23



Owen et al. (81 also recognized the necessity of

including the effects of condensate retention In the heat-

transfer models. They also assumed an anal.ysis for the

static case to be valid for the dynamic situation. A simple

force balance between surface tension and gravitational

forces. resulted in an equation of the condensate ret~ntion

angle as shown below:

4=CO- 4a (2.4)
q~c 1 p~g sD fI

This equation is the same as equation (2.3), except that

equation (2.4) is independent of fin thickness Mt. A good

agreement between this equation and the available data was

reported by Rudy and Webb (4).

In 1983, Honda .t al. (5) performed experiments on

finned tubes with and without porous drainage plates

employ-ing methanol and R-113 as working fluids. They showed

through a photographic study that the static and dynamic

profiles of the retained condensate were approximately the

same, and, by attaching a porous drainage plate, they

demonstrated a significant reduction in the retention angle

by reducing the amount of fluid retained between the fins.I Performing -a simple force baluance which considered the

effects of gravity and surface tension forces on the

condensate, they developed a theoretical equation to be usedI to predict the condensate retention angle as follows;
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W=o~( 4•. (2.5)

where P - fin tip hali-angle.

They reported very good agreement between their theory, their

own data and other available experimental data (41.

"Yau et al. ([1 measured the condensate ret-ention

angle using R-113, water, and ethylene glycol for finned

tubes with and without drainage strips. They used an

apparatus to simulate condensation on the tubes. They shoved

that a drainage strip attached edgewise along the bottom of

the tube has a significant effect on removing the condensate

reducing the amount of liquid retained between the tube fins.

They modified the Honda et al. model (equation 2.5) In order

to fit their experimental data, and developed the following

"empirical relationship:

-~ 1 [1 16y' 1.6 a (2.6)

Continuing with their investigation of condensate

retention, Rudy and Webb (141, in 1985, modified their

previous model (61 for predicting the condensate retention

angle on horizontal tubes with fins of arbitrary shape.

Experiments were made on four finned tubes possessing fin

densities ranging from 748 to 1378 fins/i and one spine-tube

with a fin density of 1378 fins/in. The fluids employed in

the testing were R-11, n-per'#ane, and water. In addition,

they tested a Thermoexcel-C tube with a fin density of 1417

25



fins/m and R-11 as the working fluid. This model is based on

the assumptions used for their previous model (equation

(2.3)). This work resulted in tk following equation to

predict the condensate retention angle:

12o(P-,t) (2.7)

p =cos-1I- Dfp1 g [(tb+s)eAPIl

where

P - wetted perimeter of fin cross section,

tb* fin base thickness, and

A - profile area of fin over fin cross section.p

From equation (2.7), the retention angle increases

with an increase in the surface tension to density ratio of

the liquid, fin density, or with a decrease In t,°be diameter.

For the case of a horizontal tube with rectangular-shaped

fins, equation (2.7) reduces to equation (2.4). The

experimental deviation from the predicted value of equation

(2.7) was within 10 percent.

Honda et al. (93, in 1987, presented a new model

which included the effects oR condensate flow and heat

transfer on the fin r~ot tube surface in the unflooded region

of the tube, and the wall temperature variation between the

fin root and the fin root tube surface. This work resulted

in the extension of the expression for the flooding angle to

include the case of relatively large fin spacing as compared

with the fin height which Is equation (2.8) as follows:
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qam-'(,-X) for OsX 2

(2.8)
A=0 for 2 <X

4o
where X p=gDf for s S 2 e

p1gDfs/\ f e
X= for s>2e

where s is the fin spacing and e is the fir. height.

In 1987, Masuda and Rose [151 considered four separate

"flooding" conditions. These four conditions were based on

the meniscus profile at various locations around the tube.

The conditions considered were as follows:

(a) when the interfin space is Just filled by the meniscus

but the fin flanks are not fully wetted,

(b) when the fin flanks are fully wetted but the Interfin

space is not,

(c) when the entire interfin space is Just wetted and the

contact angle of the meniscus at the fin tip is non-

zero, and

(d) when the flanks of the fin are Just wetted with a

finite film thickness at the center of the interfin

space.

Separate expressions were developed for each of these

conditions, The last condition considered corresponds to. the

condensate retention angle which is given by:
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u]=Cos pjg strt ( 2-9 )

2. Heat Transfer on Finned Tubes

Initial studies of condensation heat transfer on

finned tubes began in 1948 when Beatty and Katz (161

performed experiments with propane, n-butane, sulfur-dioxide,

methyl chloride, and R-22 on single finned tubes with

densities from 422 to 630 fins/rn. They reported enhancements

as high as 2.3 on the overall condensation heat-transfer

coefficient for the finned tubes compared to smooth tubes

using R-22, with a water-side velocity of 6 ft/sec. However,

they did not compare the enhancement on the vapor-side heat-

transfer coefficient, which w•ere approximately six.

Using Nusselt (171 expressions for a horizontal smooth

tube and for a vertical flat plate to represent the interfin

tube area and the fin surface, respectively, and by modifying

the leading coefficient from 0.728 to 0.689 to fit their

experimental data, Beatty and Katz arrived at the-following

simple correlation equation (2.10) as follows:

1/4

hBK =0.689[ AlT Dhfq] (2.10)
PlA eq

S1/l4 Af 1 Aolwhere D- = 1.30 rlfAA

eq fA. ~1/4 AeD 4 r

nD2 -D2

L= f r
4Df
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A f=Ao+ fAr.

This correlation was shown to predict their data for

low-surface-tension fluids within about 10 percent. However,

recent studies (181 have shown that this correlation could

significantly overpredict the data for high-surface-tension

fluids, such as water.

In 1971, Karkhu and Bcrovkov [191 obtained data for

condensation of steam at near-atmospheric pressure on four

horizontal tubes having different configurations of

trapezoidally shaped fins. For both steam and R-113, they

reported a 50-100 percent increase in the condensing heat-

transfer coefficient on three tubes compared to a smooth

tube. The fourth tube with a fin height of 2.05 mm, a fin

root thickness of 1.35 mm, a fin semivertex angle of 16.5

degrees and a fin density of 670 fins/m resulted in no heat-

transfer enhancement. Unfortunately, the authors did not

elaborate on the reasons why no heat-transfer enhancement was

-observed for the fourth tube. Their results showing nearly

the same heat-transfer enhancement for both steam and R-113

appear to be somewhat surprising, based on the recent data as

discussed in this section.

In 1980, Carnavos (201 tested a wide variety of
I

finned tubes using R-11 and discovered increases in the

condensing heat-transfer coefficient as much as 5 times

that of the smooth-tube values. Rudy and Webb (4], in
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1983, reported data for R-11 condensing on four tubes with

different fin geometries. Their results indicated that the

vapor-sidp coefficients exceeded Nusselt values by factors of

approximately 7 to 9 (for a constant temperature drop across

the condensate film). Honda et al. (5], in 1983, tested

four low-fin tubes with different fin geometries using

:Aethanol and R-113 as condensing fluids. Vapor-side

enhancements of 9 for R-113 and 6 for methanol were found.

Yau et al. [M.], in 1984, reported heat-trans,0: r coefficients

for steanit at atmospheric pressure condensing on t*.'rteen

tubes with rectangular-section fins for which the fin spacing

was the only variable, while the fin height and thickness

were constant at 1.6 mm and 0.5 mm, respectively. These

tubes had a root diameter of 12.7 mm and the fin spacings

were 0.5, 1.0, 1.5, 2.0, 4.0, 6.0, 8.0, 10.0, 12.0, 14.0,

16.0, _18.0, and 20.0 mm. They reported an optimum vapor-

side enhancement (computed at a heat flux of 0.5 Mw/m2

of around 4.4 for the tube with a fin spacing of 1.5 mm.

In 1981, Rudy and Webb (4] proposed a modification to

the Beatty and Katz correlation as shown below by taking the

condensate retention angle into consideration:

ShRW = hBK

where w is the condensate retention angle. As can te seen

from this equation, they neglected any heat transfer through

the flooded portion of the tube. Even though this assumption
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appeared sound at that time, they shoved that equation (2.11).

underpredicted their R-11 data by 10 to 60 percent.

In 1983, Owen et al. (8] extended the Rudy and Webb

model to include heat conduction through the composite fins

and condensate film (which has a thickness equal to the fin

height) in the flooded portion of the tube. Even though this

model made a slight improvement over the Rudy and Webb model,

none of these simple models were capable of adequately

addressing the complex physical problem at hand.

As discussed earlier, surface tension has been

recognized to play an important role in the unflooded portion

of the tube. In this manner, any successful model must

recognize the effects of surface tension fully toward heat

transfer and in fluid flow around a finned tube

circumference. Gregorig [211 introduced the concept of

condensate film thinning as a result of surface-tension-

caused pressure gradients, and Karkhu and Borovkov (191

applied this concept to a simplified case involving tubes

with trapezoidal fins.

Over the past few years, a number of studies involving

theoretical or numerical approaches have shown considerable

promise towards complete understanding of this phenomenon.

In fact, in 1983 Honda and Nozu (5) presented a complex

numerical model, which included proper consideration to

surface-tension effects, to compute the condensing heat-

transfer coefficient on finned tubes. They numerically
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solved their fourth-order differential equation for the

condensate film thickness. They showed this model to predict

most of the data for 11 fluids and 22 tubes within a range of

20 percent. However, this model disagreed by up to 40

percent with steam data.

In 1985, Webb, Kedzierski and Rudy (22] formulated a

new model based on an expansion developed by Adamek (23] for

the average heat-transfer coefficient over the fin surface

for a family of special fin shapes. They treated the

interfin area in the flooded portion of the tube as

condensation on a smooth tube. They made a correction to

account for the additional condensate loading owing to the

flow *of condensate from the fin surfaces- to the interfin

area. Also, they computed the heat-transfer coefficient in

the flooded portion of the tube using a two-dimensional

conduction model. Webb et al. (22] have showm that their

model agreed with their data for R-11 within 20 percent for

finned tubes.

In 1987, Honda et al. [9] improved upon their earlier

model by including the effects of condensate flow and heat

transfer on the fin root tube surface in the unflooded region

of the tube, and the wall temperature variation between the

fin root and the fin root tube surface. They compared their

predictions with experiemental heat-transfer coefficients for

12 fluids and 31 tubes. Most of the data agreed within about

20 percent. However, this model was shown to underpredict
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the data on a fully flooded tube (i.e., when condensing steam

on a finned tube with fin spacing of 0.5 mm) by up to 40

percent. As discussed later In this section, their

predictions for this tube appear to be quite impressive

though further improvements are necessary. Despite the

considerable success shown by Honda et al., it appears

somewhat impractical to use this model as a design tool owing

to its complexity.

During the last four years, a wide variety of data has

been obtained at the Naval Postgraduate School (NPS) for film

condensation of steam on horizontal finned tubes under a

grant from the National Science Foundation. The basic test

apparatus was constructed by Krohn (24]. Graber

[251 provided the instruntentation and took preliminary data

as the system experienced problems with non-condensing gases

and partial dropwise condensation on copper tubes. Poole

(26] made further improvements on the apparatus, especially

in achieving leak tightness. He operated the apparatus both

under low pressure and at atmospheric pressure, and tested a

otal of six finned tubes, with different fin spacings, as

",Yell as a smooth tube. Poole experienced problems due to the

occurrence of partial dropwise condensation. Using this

system, Georgiadis [27] was able to obtain complete filmwise

condensation on a smooth tube and on 21 finned copper tubes

with rectangular-section fins. Based on both low pressure

(approximately 85 mm Hg) and atmospheric runs, Georgiadis

33

L!



Sreported an optimum fin spacing of 1.5 mm and an optimum

thickness of 0.75 to 1.0 mm. Among the finned tubes with a

fin height of 1.0 mm, the tube with a fin spacing of 1.5 mm

and fin thickness of 1.0 mm provided the best heat-transfer

performance. This tube resulted in a steam-side enhancement

(i.e., the ratio of steam-side coefficient for the finned

tube to the value for the smooth tube for the same heat flux)

of about 4 and 5.7 at low pressure and at atmospheric

pressure, respectively. In 1985, Flook (281 tested 19

additional tubes. These tubes included two sets of four

tubes with fin heights of 0.5 and 1.5 mm, respectively. He

found an optimum fin spacing of about 2.0 mm for rectangular-

shaped fins with a fin thickness of 1.0 mm, and fin height of

0.5 mm and 1.5 mm. He obtained maximum enhancements of about

4.8 and 6.9 at low and atmospheric pressures, respectively.

Mitrou [101 obtained data for 26 copper tubes with

circular fins of rectangular, triangular, trapezoidal and

parabolic cross sections, for spiral fins of triangular cross

Ssection and for wire-wrapped tubes. A near-parabolic fin

shape that provides a gradually decreasing' curvature from fin

tip to fin root resulted in a 10 to 15 percent increase in

steam-side heat-transfer coefficient over other fin shapes.

Therefore, he concluded that fin shape does not appear to be

as crucial a variable as fin spacing (3).

Continuing with this research project, Cakan (291

performed measurements for filmwise condensation of steam
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under low pressure and at near-atmospheric pressure on

horizontal finned tubes attached with bronze porous and solid

drainage strips. The purpose of this study was to measure

the effects of these strips on the condensing heat-transfer

performance, through the reduction of condensate retention

angle. In addition, the effects of drainage strip type,

height, and thickness were Investigated. A total of 16

drainage strips were manufactured and tested on two finned

tubes each with a fin thickness and height of 1.0 mm and with

a fin spacing of 0.5 mm and 1.0 mm. The heat-transfer

performance generally Increased with Increasing porous strip

rw height up to a possible optimum value between 11 and 15- mm.

of the pore diameters tested (0.05-0.013 mlm, 0.025-0.05 mm

and 0.0025-0.013 mm),. the strip with an average pore diameter

of 0.025-0.05 mm gave the best heat-transfer performance.'

This optimum strip type showed an optimum strip thickness of

5.2 mm. -The solid strips showed an optimum strip thickness

of 1.5 mm. The optimum porous strip gave a 9% and 17%

greater steam-side enhancement than the optimum solid strip

for low and atmospheric pressures, respectively. For the

finned tube with a fin spacing of 0.5 rum, a maximum

enhancement of about 1.6 was found when it was attached with

a 5..2-mm-thick, 8-mm-high porous strip having a pore diameter

of 0.025-0.05 mm.

Because of the low thermal conductivity of non-

metallic liquids, heat transfer through the flooded portion
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of a finned tube should be considerably lower than that

through the unflooded portion. However, as stated in Chapter

I, Wanniarachchi et al. (4) showed considerable enhancement

for a finned tube with a fin spacing of 0.5 mm, which was

fully flooded by condensate both at low and atmospheric

pressures.

3. Comparison of Pedictive Models with Heat-Transfer
Data-

Rudy and Webb 14C suggested that the successful

predictions of heat-transfer data for low-surface-tension

fluids by the Beatty and Katz correlation was fortuitous.

They reasoned that the degradation of the heat-transfer

performance owing to the lower flooded (though small for low-

surface-tension fluids) portion was perhaps compensated by

the increased heat-transfer performance through the unflooded

portion owing to thinning of the condensate film by surface-

tension forces. Because of these unsettled issues, it is

important that a truly successful model be capable of

predicting the condensing heat-transfer coefficient of steam

on finned tubes.

As shown in Table 1 [181, four heat-transfer models

have been compared with experimental results obtained at the

Naval Postgraduate School. This table lists the computed

condensate retention angles and the ratios of experimental

heat-transfer coefficient to predicted values for the six

finned tubes. From the data listed in Table 1, the following

observations can be made:

36



(a) In comparing the Beatty and Katz model (16) (column 3)

with the experimental data, it is demonstrated that

this model highly overpredicts the data for tubes with

smaller fin spacings. This is a result of neglecting

the presence of a flooded, low-heat-transfer portion of

the tube. As the fin spacing increases, the extent of

overprediction decreases as a result of decreasing

condensate retention angle. For tubes with a fin

spacing of 4 mm or more, the Beatty and Katz cor-

relation underpredicts the heat-transfer performance.

This observation appears to be a result of additional

thinning of condensate film owing to the existence of

surface-tension forces.

(b) The Rudy and Webb model (4) (column 4) which is an

extension of the Beatty and Katz model is not valid for

a fully flooded tube. This model underpredicts consid-

erably the data for all other five tubes under both

pressure conditions. This strongly suggests that there

exists considerable heat transfer through the flooded

portion.

(c) Another extension of the Beatty and Katz model Is the

Owen et al. (8] (column 5) model. The Initial presen-

tation of this model appeared to be in error due to the

incorrect combination of the unflooded and flooded

portions of the finned tube. The model presented in

this thesis is the corrected version which provides
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somewhat improved predictions over the Rudy and Webb

model (column 4). Yet, it underpredicts the data by up

to about 60 percent, while for the fully flooded tube,

it underpredicts the data by a factor of up to 3.3.

(d) The last column in Table 1 represents predictions made

by the Webb et a!. model (221. As can be seen, except

for the fully flooded tube, their model is seen to pre-

dict the data within about 20 percent. It is very

encouraging to see a fairly simple model predicting the

data successfully. A more realistic representation of

the heat-transfer performance through the flooded

portion, together with the Webb et al. model, appears

to show considerable promise for the future. It is

important to note that. heat-transfer models which do

not consider the effects of surface-tensLon-induced

flow in the unflooded portion of the finned tube

provide inaccurate predictions of the experimental

data as demonstrated by the first three models used in

I the above comparison (columns 3,4,5).
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TABRL 1

COMPARISON OF HEAT-TRANSFER DATA VITH PREDICTIVE MODELS

Condensate & h
Fin Spacing Retention 0 0 0

(m) Angle (deg) hAB hRw ho hw

vacuum runs, q - 0.25 NW/u 2

0.5 180 0.323 00 2.264 2.264
1.0 110 0.619 1.602 1.247 0.978
1.5 84 0.808 1.520 1.231 0.962
2.0 71 0.797 1.318 1.139 0.852
4.0 49 1.093 1.497 1.335 1.029
9.0 32 1.275 1.550 1.415 1.033

Atmospheric runs, q a 0.75 MW/M 2

0.5 180 0.475 Go 3.316 3.316
1.0 103 0.741 1.744 1.402 1.103
1.5 79 0.993 1.766 1.526 1.161
2.0 67 1.014 1.627 1.419 1.076
4.0 46 1.312 1.772 1.585 1.214
9.0 31 1.368 1.653 1.509 1.073
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III. DESCRIPTION OF TEST APPARATUS

A. TEST APPARATUS

The test apparatus used for this investigation was

essentially the same as used by Georgiadis (27J, Flook (28],

and MNitrou (10]. A schematic of this apparatus is shown in

Figure 3.1. Steam was generated using distilled water in

a 304.3 mm 112 in.) Pyrex glass section which was fitted

with ten 4010-watt, 440-volt Watlow immersion heaters. The

steam from the boiler flowed upward and passed through a

304.8 mm (12 in.) to 152.4 mm (6 in.) reducing section

Into a 2.44 m (8 ft.) long section of Pyrex glass piping.

The steam flowed through a 180-degree bend and entered into

a 1.52 m long. section t.efore finally entering the

stainless-steel test section, which is shown in Figure 3.2.

The t-est tube was mounted horizontally in the test section.

A portion of the steam condensed on the test tube, while

the excess steam travelled downward and condensed in the

auxiliary condenser. The condensate drained back to the

boiler by gravity, completing the closed-loop operation of

the system.

The exit side of the test tube was provided with a

mixing chamber for accurate measurement of the outlet

t. )erature of the coolant. A view port was provided in the

test section to allow visual observation of the condensation

mode to ensure complete filmwise condensation during each

40



L<4 -j

Lu 0

w Zl
W'F. . U)% 0

Mo. w z .

FF.

Figure 3.1 Schematic of Test Apparatus.
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Figure 3.2 Schematic of Test Section.
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run. The auxiliary condenser consisted of two 9.5 mm (3/8

in.) diameter water-cooled copper tubes helically coiled to a

height of 457 mm (le In.). The auxiliary condenser was

cooled by a continuous supply of tap water through a flow

meter. A throttle valve was provided to control the flow

rate through the auxiliary condenser, thus keeping the

system at the desired internal pressure. For example, when

the flow rate through the test tube was decreased, the flow

rate through the auxiliary condenser had to be increased.

Filtered tap water was collected in a large sump with a

capacity of about 0.4 cubic meters (Figure 3.3), and was used

to cool the test tube. Two centrifugal pumps, connected In

series, took the water- from the sump and passed It through a

flow meter Into the test tube. A valve on the discharge side

of the second pump,. and before the flow meter,, allowed the

velocity of the water flowing through the test tube to be

varied from 0 to 4.4 rn/s (14.4 ft/sec).

A vacuum pump was operated continuously during the

operation of the apparatus to remove non-condensing gases'

from the test section. The system used to remove

non-condensing gases Is shown In Figure 3.3. It was

unavoidable that the vacuum pump mainly drew steam with

trace amounts of air (non-condensing gases). To minimize the

IM contamination of the pump by the steam, another condenser

was provided to condense as much steam as possible. This
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condenser was cooled with the filtered tap -ater before

entering the large sump. The condensate from this steam

collected in a Plexiglas cylinder to be drained later.

B. APPARATUS MODIFICATIONS

The original outside stainless steel casing of the

auxiliary condenser was replaced by a Pyrex glass siction

which allowed visual observation of the auxiliary condenser

operation, In addition, it allowed increased ability to

detect possible system leaks. Following the installation of

this section, a leak was identified on the auxiliary

condenser drain lines. The detection and repair of the

leak reduced the system leak rate corresponding to a

previous pressure rise of 12 mmg in 24 hours to the present

value leak rate of about 1 mmHg in 24 hours.

C. INSTRUNMNTATION

The electrical power input to the boiler immersion

heaters was controlled by a panel-mounted potentiometer. In

order to compute the input power to the boiler, a root-mean-

square converter with an input voltage of 440 VAC generated a

signal which was fed to the data-acquisition system. A more

detailed description of the boiler power supply is provided

by Poole 126). The temperatures of the steam, condensate and

the ambient were measured using calibrated copper-constantan

thermocouples made of 0.25 mm diameter wires. Two of them

were used for the steam temperature, one for the returning
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condensate and one for the ambient temperature. These

thermocouples had an accuracy range of within 0.1 K when

compared against a platinum-resistance thermometer.

Since the temperature rise of the coolant through the test

tube is the most critical measurement, considerable

attention was paid to obtaining the highest- possible

accuracy. For this purpose, two independent temperature

measurement techniques were employed: a Hewlett-Packard

(HP) 2804A quartz thermometer with two probes having a

resolution of 0.0001 K, along with a 10-Junction,

series-connected copper-constantan thermopile with a

resolution of 0.003 K. For all of the data collected, the

quartz thermometers and the thermopile agreed to within

0.03 K, and when the difference was outside 0.03 K, the

data set was disregarded and a repeat set was made. The

cooling water flow rate was measured using a calibrated

rotameter and the value was fed manually to the computer.

Another rotameter was provided to adjust the cooling water

flow rate through the auxiliary condenser.

A pressure tap located about 50 mm above the test tube

was connected to a U-tube, mercury-in-glass manometer,

graduated in millimeters, to measure the absolute pressure of

the system. At the beginning and at the end of each test

run, an accurate pressure reading was made and entered into

the computer. The measured system pressure and the

saturation pressure corresponding to the measured steam
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temperature were used to compute the concentration of any aii

that might be present. For this purpose, a Gibbs-Dalton-type

relationship was used. The computed non-condensing gas

concentration was found to be within - 1.5 to 0 percent.

Such a value revealed that ma&Jr air leaks did not take place

following the last vacuum test on the apparatus.

Notice that a negative value for the non-condensing gas

concentration represents the existence of vapor superheat,

which arises mainly from the uncertainties asaociated with

measured quantities.

D. VACUUM INTEGRITY

Vacuum tightness for any condensation system, especially

at low pressures similar to large steam plant condensers

which operate at an absolute pressure of about 50 mm Hg,

is very important. This is because even a small amount of

air or other non-condensing gas present with the condensing

vapor tends to accumulate at the liquid-vapor interface.

When th!z phenomenon takes place, an added thermal resistance

occurs at the interfacb, which will degrade the heat-transfer

performance considerably. Therefore, in order to be able to

collect consistent and reliable data, extreme care was taken

to ensure a leak-tight apparatus. In fact, as discussed

earli• .iur!,- initial system operation prior to the

conducting of any testing for this project, a relatively

large leak was e"tected and repaired in a drain line for the

auxiliary cond. jer. The detection of the source of this
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leak was made easier following the replacement of the

auxilary condenser outer casing with one constructed entirely

of Pyrex glass. A photograph of the auxiliary condenser

section with the glass outer casing is included as

Figure 3.4. Following the repair of the leak, a leak rate

which corresponds to a precsure rise of about 1 mm Hg in

24 hours at a pressure of about 85 mmHg was measured. In

addition, since the vacuum pump was operating continuously

during the testing, any accumulation of non-condensing gases

within the apparatus was effectively eliminated.

Z. DATA ACQUISITION SYSTEM

An HP-9826A computer was used to control an HP-3497A Data

Acquisition System to monitor the system temperatures and

boiler input power (using the converter signal). Raw data

were proceseed immediately using an assumed value for the

Sleder-Tate-type coefficient (representing the tube-side

heat-transfer coefficient) and stored on a diskette for

reprocessing at a later time. After all the sets were

collected, the data were reprocessed using a new SLeder-

Tate-type coefficient found by using the modified

Wilson method.

F. TUBES TESTED

For this thesis investigation, three copper tubes having

integral, rectangular-section fins were tested. These tubes

had dimensions of 1.0 mm for fin thickness and height and fin
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Figure 3.4 A Photograph of Auxiliary Condenser.
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spacings of 0.5 mm, 1.0 mm and 1.5 mm. The upper sections of

these tubes were -ystematically Insulated using Teflon pieces

with angles of approximately 30, 60, 90, 150 and 210 degrees.

The Teflon material used as insulation was located both

between the fins and over top of the fins as shown in Figure

3.5. An inner insulating piece was also used on the water

side of the tube.

The Installation of the tube Insulation used to test

the finned tubes is listed below:

(a) The interf in insulation was installed first on- the

finned tube as shown In the photograph In Figure 3.6.

(b) Next, the fin tip Insulation was Installed and secured

(using fine stainless steel wires) to the finned. tube

as shown by the photograph In Figure 3.7 and the tube

side view in Figure 3.8.

(c) The inner Insulation and Insert were installed inside

the tube as shown in Figure 3.9.
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Figure 3.5 Schematic of Tube Cross-Section Showing
Insulation.
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IV. SYSTEM OPERATION AND DATA REDUCTION

A. SYSTEM OPERATION

The general procedures employed in the preparation and

testing of the condenser tubes are outlined below.

The exterior and interior surfaces of the tube- were

thoroughly brushed and rinsed with water. Then, considering

the poor wetting characteristics of copper with water, the

exterior surface was treated with a solution consisting of

equal volumes of sodium hydroxide and ethyl alcohol. This

solution was applied while the tube was heated using a steam

bath. The initial treatment for each tube was to apply the

solution approximately every ten minutes for a period of

about one hour to allow an initial base coating (an oxide

layer) to fo.;m on the tube surface. Before re-testing an

already oxidized tube on a later day, this same procedure

was performed every five minutes L-r period of 15-20

minutes to ensure a continuous oxide layer and to remove any

foreign materials, such as oils, from the tube surface.

Following treatment of the tube with the above-mentioned

solution, the tube was rinsed with distilled water to remove

any excess solution. This treatment was required since

copper has poor wetting characteristics with water.

Therefore, steam will normally condense on copper under a

partial dropwise condensation mode, which is more effective

than the filmwise condensation mode. Since the purpose of
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this investigation was to collect data on tubes undergoing

filmwise condensation and the tubes were copper, great care

had to be taken to ensure complete wettability through the

use of the above-mentioned treatment of the external tube

surfaces. Since the oxide layer provided in this manner is

very thin, its thermal resistance was negligible.

Following cleaning, the Teflon insulation was installed

first between the tube's fUns and then covering the tube fin

tips. Following the installation of the insulation between

the fins, the external surface of the tube was cleaned as

before for about fifteen minutes. This cleaning process was

again repeated followlng the installation of the Teflon

section which covered the fin tips.

Upon the completion of the cleaning process, the tube

was installed into the test section of the apparatus. A

spiral insert and plastic insulation strip were installed on

the inside of the tube. The purpose of the insert and

plastic strip was to enhance the inside heat-transfer

coefficient and insulate the upper section of the tube inner

surface, respectively.

Following the installation of the tube in the apparatus,

the system was brought to operating pressure and temperature

by adjusting the input. power to the boiler heaters, the

cooling water flow rate through the tube, and the cooling

water flow rate to the auxiliary condenser. Steady-3tate

conditions were assumed when the operating condition3 were
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stabilized within a steam temperature variation corresponding

to 2 microvolts and a variation of the temperature rise of

the cooling water in the range of 0.005 K and 0.01 K for

atmospheric and vacuum, respectively.

Once steady-state conditions were achieved, the data

collection process could begin. The cooling water through

the tube was entered manually into the computer starting each

data measurement. The temperature rise of the cooling water

through the tube, vapor pressure and temperature were

gathered automatically by the data-acquisition system. For

the first and last data points, the concentration of non-

condensing gases (believed to be.air) were computed to

ensure that the apparatus was free of leaks. The sequence

of data points was based on the percent flow rate of cooling

water through the flowmeter and the test tube: 20, 26, 35,

45, 54, 62, 70, 80, 20. Notice that an 80% flow rate

resulted in a water velocity of 4.4 m/s through the tube.

The repeating of the 20% data point at the end of the run

was useful to ensure that the data were not affected by

dropwise condensation or by any air that could have leaked

into the system. In addition, two readings were taken at

each flow rate also to dem'onstrate data repeatability.

B. DATA REDUCTION

The data were collected and processed using the same

program used by both Mitrou [10] and Cakan (29). This

program incorporates property functions, calibration curves
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for the cooling water flowmeter and for all thermocouples as

well as the temperature rise due to frictional heating within

the mixing chamber.

The overall heat-transfer resistance is given by equation

(4.1) which Is composed of the inside resistance, steam-side

resistance, and the tube wall resistance. This -equation

(4.1) is as follows:
+ (4.1)

UA hiA. hA A

where 
DoIn(D)

R = t

2k

Ai = Di(L + Lrl +L2r1) 2 and

A =nD L
0 0

"1 n2-= fin efficiencies at the inlet and outlet portions of

the tube inside the Teflon bushings [14]

L f length of condenser test tube

Li = length of tube portion (not exposed to vapor) inside

nylon bushing at the inlet

L2 a length of tube portion (not exposed to vapor) inside

nylon bushing at the out-let.

The separation of the overall heat-transfer resistance into

the three individual thermal resistances become neccessary to

obtain the steam-side heat-transfer coefficient. The steam-

side heat-transfer coefficient was based on the smooth-tube
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area (i.e., the surface area of a smooth tube having an

outside diameter equal to the fin root diameter). The Inside

heat-transfer coefficent is given by a Sieder-Tate-type

equation (4.2) and is determined using the modified Wilson

plot method for the finned tube.

h. D. 0.14

Nu.= C. ReOaPrw (4.2)ke

The accuracy of the steam-side heat-transfer coefficient

from equation (4.1) tends to increase as the inside

resistance term becomes a smaller fraction-of the overall

resistance. In order to increase the steam-side coefficient

accuracy, a coiled Insert was Installed inside all tested

tubes. This insert provided a smaller flow area ,therefore,

a higher Reynolds number for a given mass flow rate) and a

swirl -with3n the tube resulting in improved mixing of the

coolant and enhanced heat transfer.

1. Modified Wilson Plot on Finned Tubes

This method, which was previously discussed-by Mitrou

(101 and Cakan [291, was employed in this study to calculate

the inside heat-transfer coefficient. The data were always

collected by assuming a reasonable approximation for the

Sieder-Tate-type coefficent. Upon the completion of a

run, the data were reprocessed using the Modified Wilson

Plot analysis to determine a more accurate value for the

Sieder-Tate-type coefficient. Based on this new Sieder-Tate-
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type coefficient, the condensing heat-transfer coefficients

were computed.

2. Determination oj Finned-Tube Enhancement

In this investigation, the finned tube enhancement

based on a fixed steam-side temperature difference was used

as an important measure of the improvement of the heat-

transfer performance of the finned tube when compared to that

of the smooth tube. In the course of these measurements and

calculations, a number of different tube enhancements were

used, and are defined in this section. In general, the tube

enhancement is defined as the ratio of the heat-transfer

coefficient of the finned tube to the heat-transfer

coefficient of the smooth tube. A list of definitions for

the different enhancements used in this thesis are provided

as follows using Figure 3.5 as visual support:

(a) represents the average enhancement of the

uninsulated or bottom portion of the tube.

(b) c represents the average enhancement for the entire

tube with no insulation present.

(C) £ is the average enhancement of the insulated or top

portion of the tube. Notice that this value was not measured

directly, bu. was inferred from n and _c as given by the

following equation:

- III-/ \- ~(4.3)
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(d) Is the lnocal value of the tube enhancement with no

insulation present.

In order to determine the local enhaacement ( )

around the finned tube surface, a polynomial of the form

of equation (4.4) was assumed.

CI = ao + a1  + a 2
2 +a 3 3  (4.4)

Thus, the average enhancement was determined as follows:

=d÷ (4.5)

The cubic polynomial assumed for the local

enhancement relationship requires four boundary conditions in

order to determine the coefficient values. These conditions

ara as follows:

(a) C c,=0 at tPn

(b) 0 at (0= 0d4

(C) C. =B at 4o=n.

In addition to the above three boundary conditions, the least

squares technique was applied to the relationship for thej average enhancement to fulfill the conditions to define

completely the coefficients of the equations. The specific

steps required in these calculations and subsequent results

for the average and local enhancement relationships are

provided in Appendix C.
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V. RESULTS AND DISCUSSION

A. INTRODUCTION

Data were collected on three horizontal finned tubes

employing the procedure described in Chapter IV. As stated

in Chapter IV, the three finned tubes tested had a fin height

and fin thickness of 1.0 mm and fin spacings of 0.5, 1.0 and

1.5 mm. The data runs were performed at both low pressure

(approx. 85 mmHg) and atmospheric pressure on each tube at

least twice on different days to ensure data zepeatabilty. If

two runs showed larger than 5% disagreement in the condensing

heat-transfer coefficient, an additional run was made to

obtain reliable data. During all runs, the test tube was

visually inspected to ensure filmwise condensation was

occurring. Although some data runs suggested the presence of

dropwtse condensation by an increase of as much as 10 percent

in the heat-transfer coefficient over previous runs, its

presence was never visually evident. As discussed by

Georgiadis (271, large increases in the heat-transfer

coefficient appear to be as a result of the tube undergoing

I partial dropwise condensation with exposure to steam. Since

visual observation of characteristic droplets never occurred,

it is possible that dropwise condensation was taking place at

a microscopic leve. especially near fin edges where a very

thin condensate film exists. All data runs presented in this
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thesis satisfied the requirement of 5 percent agreement

between corresponding repeatability runs.

Initial data runs were performed on the three tubes

without any insulation in order to establish heat-transfer

coefficient values for the bare tubes. These initial runs for

uninsulated tubes were necessary to show agreement- with

previous Investigations and establish an independent basis

for comparison of the effects of insulating the upper

portions of the tubes. Additionally, these initial data runs

provided values of the average enhancement ( £ ) of the

uninsulated tube.

Subsequent data runs were performed Z. the tubes with

increasing portions of the upper tube section being

insulated. The measurements were performed for nominal

angles of 30, 60, 90, 150 and 210 degrees of the upper

portion of the tube. Measurements were also performed using

a smooth tube in order to ensure comparability with previous

Investigations.

B. COMPARISON OF DATA WITH PREVIOUS INVESTIGATIONS

Figure 5.1 shows the variation of the steam-side heat-

transfer coefficient with the steam-side temperature drop ftc

the three finned tubes in comparison with previous data

obtained by Georgiadis (27) under low-pressure condition.

Notice that the solid curves represent the least-squares fits

to the present data, while the broken curves represent the
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least-squares fit to the data of Georgiadis (271. These

least-squares fits were generated according to the following

express ion:

q (5.1)X7

Slightly more improved fits were possible by allowing the

exponent of the temperature difference to be a variable to

be found by the least-squares technique. However, the use of

a constant value of 0.75 makes It quite convenient when

defining the enhancement ratio as discussed later in this

Chapter. Figure 5.2 shows a comparison of data similar to

that of Figure 5.1, but for near-atmospheric condition. As

can be seen, both of these figures show t!hat the data of

Georgiadis lie consistently up to 10 percent higher than the

present data. It is possible that the data of Georgiadis had

been slightly affected by microscopic dropwise condensation

as discussed eazlier. With systematic improvements made to

the apparatus and to the tube-cleaning process, the present

data are believed to be least aifected by microscopic

dropwise condensation.

Figures 5.1 and 5.2 also show typical uncertainty bands

for the steam-side heat-transfer -coefficient computed using

the procedures outlined in Appendix A. Notice that, while

these uncertainties are 15.8% to 2.7% for the atmospheric

condition, data were repeated to within 5%.
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C. MEASUREMENTS FOR PARTIALLY INSULATED FINNED TUBES

The tubes were insulated systematically up to 5 different

angles as discussed in Chapter IV. The results of these

mLeasurements are presented in the format of outside heat-

transfer coefficient versus the steam-side temperature

difference. These results are shown in Figures 5.3 t.brough

5.8. These curves, as expected, show that as the size of the

insulated portion of the upper tube section increases, the

outside heat-transfer coefficient decrease3. Notice that the

outside (i.e., steam-side) heat-transfer coefficient is based

on the total area of the corresponding smooth tube,

regardless of the extent of insulation. This heat-transfer

coefficient represents the average value for the remaining

Uninsulated lower portion of the tube. As discussed before,

the least-squares curves represent equation (5.1) where the

coeffi-cent ( a ) values are listed in Table 2.

Using the coefficients provided in Table 2, the heat-

transfer coefficients for both smooth and finned tubes can be

calculated. The heat-transfer coefficients can then be used

to determine the tube enhancement based on the temperature

difference. The heat-transfer coefficient for the smooth

tube is calculated by dividing the smooth-tube coefficient

from Table 2 by the temperature difference raised to the 0.25

power. The heat-transfer coefficient for the finned tube is

calculated by using the finned-tube coefficient from Table 2

divided by the same temperature difference raise to the 0.25
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TABLE 2

SUMHARY OF LZAST-SQUARBS C"'*VBS TO EXPERIMENTAL DATA
(equation (5.2))

Insulated
Tube No. Angle(deg) Vacuum Atmospheric

1 smooth 23200 25600

4 0 42800 67800
30 37000 60100
58 34800 56700
90 30300 46400

149 22600 31100
210 12000 17900

5 0 53800 80700
291 49300 71200
68 35700 53500

148 19000 29400
210 10400 15400

6 0 57300 S3400
27 51200 75800
-38 36300 52000

148 19300 32300
211 9150 14400
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power. The tube enhancement (c AT) based on the temperature

difference is then determined by dividing the finned tube

heat-transfer coefficient by the smooth tube heat-transfer

coefficient.

The Sieder-Tate-Type ( C) constants for the inside heat-

transfer coefficient and their modified values C. ) are

plotted in Figures 5.9 and 5.10 for low and atmospheric

pressures, respectively. The modified values of the Sieder-

Tate-type coefficient (C ) are based on the actual heat-
am

transfer area, after subtracting the area occupied by the

internal plastic insulation, and is computed by the

relationship;

C = (5.2)

The curves shown in Figures 5.9 and 5.10, represent the

average trends for the three tubes. The uncertainty in the

Sieder-Tate-type constant was 2.5% and 2.8% for low pressure

and atmospheric pressure, respectively. And the uncertainty

in the modified Sieder-Tate-type constant ranges from 3.2%

to 4.7% and from 2.8% to 4.9% for low pressure and

atmospheric pressure, respectively. Notice that, as the

I• angle of insulation increases, the measured coefficient ( C )4i

increases slightly up to an insulated angle of about 0.5

radians (28.6 degrees) then decreases, while the modified

coefficient (C ) increases and approaches a constant valueam

of about 0.1.
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Notice that, as discussed In Chapter IV, the tubes were

tested with a spiral insert, provided to enhance the inside

heat-transfer coefficient. This Insert had a single start

spiral of a 3.2-mm-diameter copper wire wrapped around a 6.4-

mm-diameter stainless steel rod allowing a pitch of about 40

mm. When this Insert was placed inside a test tube, the-.water

was forced to travel through this spiral channel. An a

result, the water encountered heated and unheated sections

repeatedly. While the thermal boundary layer develops during

the heated portion, turbulent eddies would provide mixing

during the unheated portion, thus resulting in a smaller

water temperature in the near vicinity of the tube wall.

Notice also that the spiral motion creates a centrifugal

force, which directs the denser and colder water toward the

interior tube surface, thus supplementing the mixing process.

For these reasons, the average heat-transfer coefficient in

the next heated portion would be somewhat more enhanced than

if the unheated portion was not present. Based on this

observation, It is possible that the enhancement in the

heated portion (based on the heated surface area) of the tube

increases with increasing length of the unheated portion as

this would allow more and more mixing. Also, an upper limit

to the length of the unheated portion must exist as complete

mixing will be achieved within a finite distance of travel

depending on the local conditions, such as the Reynolds
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number. The above-mentioned -xplanations axe only

qualitative, and quantitative explanations are beyond the

scope of this investigation.

D. DISCUScION OF STEAM-SIDE ENHANCEMENT

To summarize the data presented in Figures 5.3 tnrough

5.8, steam-side enhancement ratios were defined as outlined

below, as proposed by Masuada and Rose [15]. From equation

q -aAT°0 75 =h AT (5.3)
S 8 8 8 8

a AT 0 71= h AT

qfaf. f f f

It -A 0 2 5
therefore, hf = af ATf

S f af f

S0.25
-hs a-AT 0

ht a rAT 10.25

h a A

For constani; stea--side temperature drop (i.e., ATf=LT ),

a,.(5.5)
a f-

CAT = a

As can be seen, the use of a Constant exponent value of 0.75

in equation (5.1) results in a simple expression for

enhancement based on the temperature difference. Notice,

however, thls enhancement ratio does not depend on the vapor-

side temperature diiference.

8o



Further, when considering the case of constant heat-flux

condition (i.e.,q f =q, ),

a =a AT 0.75  (5.6)Uf •% fO' S S

ATS

ATf as

Substi~tuting in equation (5.4),
L13 14/3

i (If = _
q Qa jalS $ $

Cq T (5.7)

Once again, E is independent of AT or q. Since there

exists a unique and simple relationship between e and c as

shown in equation (5.7), only cAT will be presented during

this Chapter.

The average tube enhancement ( e,.) for the three tubes is

plotted separately in Figures 5.11, 5.12, and 5.13. These

Figures show that, for each of the tubes, the average

enhancement is larger for the atmospheric condition. The

smaller surface tension value at 1000C (0.069 N/m) compared

to the value at 48 0 C (0.058 N/m) may be responsible for the

larger enhancement at atmospheric pressure. Notice that a

smaller surface tension results in a smaller condensate

retention engle, thus increasing the heat-transfer

performance. The average enhancements are shown again In

Figures 5.14 and 5.15 comparing the results for the three

tubes. The uncertainty in the average enhancement data is
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10.7% and 10.2% for the low pressure and atmoshperic

pressure, respectively. The results of the compWison are:

(a) For the low pressure ;ondition, the tube with a 1.5 mm

fin spacing yielded the largest average enhancement,

followed by the 1.0 m- and 0.5 mm spacing,

respectively.

(b) For the atmospheric condition, the tubes with 1.5 mm

and 1.0 mm fin spacing provided the same average

enhancement except in the lower sections of the tube

where the 1.5 mm spacing out-performed the 1.0 -m tube.

The tube with fin spacings of 0.5 mm provided the

lowest average enhancement.

Using the average enhancement data together with the

analysis described in Appendix C, the local enhancements of

the tubes were calculated as shtwn in Figures 5.16 and

5.17 for low and atmospheric conditions, respectively. The

results of the comparison of the local enhancement for each

of the tubes are:

(a) For the low pressure condition, the tube with a fin

spacing of 1.5 - yields the largest local enhancement

followed by the 1.0 mm and the 0.5 -m fin spacings.

(b) At atmospheric conditions, the local enhancement curves

for the tubes with fin spacing of 1.5 - and 1.0 =m co-

incide at angles less than about 0.8 radians and

separate slightly as the angle increases with the curve

for the 1.5 - tube remainirng slightly larger. These
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curves both cross the 0.5 m curve at angles approxi-

mately 2.0 and 2.1 radians for the 1.0 mm and 1.5 mm

tubes, respectively.

Notice that the enhancements shown in Figures 5.16 and

5.17 drop below zero as the angle approaches P=n . The

negative values of enhancement are attributed to experimental

uncertainty. Notice also that the shape of these local

enhancemnt curves is dependent on the type of polynomial

chosen. A more realistic curve, probably guided by

theoretical considerations, which includes an inflection

point at the flooding condition is expected to yield an

improved expression for the local heat-transfer coefficient.1

E. DISCUSSION OF OUTSIDE HEAT-TRANSFER COEFFICIENT

The local heat-transfer coefficient was compared to Its

value at the top of the tube. This ratio was achieved by

dividfing the local enhancement at the position of concern by

the local enhancement at the top of the tube. The results of

these calculations are contained in Figures 5.18 and 5.19 for

the low pressure and atmospheric conditions for all three

finned tubes. The heat-transfer coefficient ratio in these

1 Additional attempts were made using HATLAB on the

mainframe computer together with the following expressions:
(a) sixth-order polynomial, (b) sum of cosine terms i.e.,

C =a +a +a2cs2p+a3cs3P+a cs4P+aScs54 +a6cs6o

(c) sixth-order polynomial of cos4 . Unfortunately, none of
these expressions gave results superior to those presented
In this thesis using the third-order polynomial.
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Figures shows the variation In the heat-transfer coefficient

along the surface of the tube. In addition, a curve

representing the Musselt theory Is also plotted in Figures

5.18 and 5.19 to allow comparison of the experimental

results to the theoretical model. The results of the

comparison of the heat-transfer coefficient for the - three

tubes to each other shows that, f or both pressure conditions,

the local heat-transfer coefficients remain relatively close

together across the entire surface of the tube. The

comparison of the heat-transfer coefficient for the three

finned tubes with the curve generated using the Nusselt

theory shows that the values decrease gradually along the

surface of the tube while the predictions by Nusselt theory

decreases slowly with a large decrease at the bottom of the

tube. Notice that a rapid decrease In the heat-transfer

coefficient indicates a sharp rate of increase In condensate

film thickness. For finned tubes, a rapid Increase In film

thickness is expected at the flooding point. on the other

hand, for smooth tubes, such a rapid increase in film

thickness occurs only near the bottom of the tube. These

agreements agree quite well with the trends shown In FigureI 5.19.
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VI CONCLUSIONS AND RECOMHRNDATIONS

A. CONCLUSIONS

1. The procedure used during this study by insulating

various portions of the upper section of finned

tubes, together with a third-order polynomial, resulted

Ln a representative variation for the local heat-

transfer coifficient around the circumference of the

tubes.

2. The average enhancement for the tubes with fin spacings

of 0.5, 1.0. and 1.5 ira were 2.5, 3.0 and 3.1,

respectively, for the atmospheric pressure conditions.

And they were 1.8, 2.3 and 2.4 for the low pressure

condition.

3. For the fully flooded tube (i.e., s - 0.5 mm), the

lo-cal enhancements at the top of the tube were 5.2 and

3.8 for atmospheric an6 low pressure conditions,

respectively. For the tube with a fin spacing of 1.0 mm,

these values were 6.6 and 4.8, respectively. And for the

tube with a fin spacing of 1.5 mm, these values were 6.6

and 5.5, respectively.

4. The Sieder-Tate-type coefficient ( C ) undergoes changes

as the insulated angle is increased. This coefficient

C ) increases to a maximum o)f approximately 0.075 at an

angle of 0.5 radians (28.6 degrees) and then decreases as

the angle of insulation continues to increase toward the
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bottom of the finned tube. The modified Sieder-Tate-

type coefficient (C ) (I.e., the value based on tht

actual heated area) increased as the insulated angle

increases up to a value of approximately 0.1 at an angle

of 1.0 radians (57.2 degrees) where it remains relatively

constant. The increase in the modified coefficient (Cim)

with the increasing insulated angle is believed to be due

to the turbulent mixing during the unheated portion.

5. The local-heat-trAnsfer coefficient for the finned tube

rapidly decreases along the surface of the tube when

compared to the Nusselt theory for the smooth tube. This

occurrence is due to the slow build up of condensate fil.

thickness along the surface of the finned tube, thus

decreasing the local heat-transfer coefficent more

rapidly. For the smooth tube, the condensate build up is

more sudden near the bottom of the tube.

B. RECOMMENDATIONS

1. Using the same techniquest the measurements should be

repeated using smaller and more numerous angles of

insulation. This should allow for a more detailed

picture of the behavior of the local heat-transfer

coefficient around the circumference of the finned tube.

2. Investigations should be performed using different fluids

such as R-113 and ethylene glycol, to generate data for

obtaining further Insight to the local heat-transfer

coefficient.
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3. A study of the effect of the outside insulation on the

condensate flow field around the surface of the tube

should be conducted.

9
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APPENDIX A

LISTING OF RAW DATA

The following pages contain raw data obtained for tubes
0 4, # 5, and # 6 at low and atmospheric pressures.

I
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APP2NDIX 9

UNCERTAINTY ANALYSIS

There is always an uncertainty associated with any

measurement which is dependent on the measuring device

accuracy, calibration of the device, -and the operator's

experfence. Numerical data collected durinq this -thesis

effort were used together with theoretical formulations, so

final values of the stean-side heat transfer coefficient may

be distorted due to uncertainty propagation during

calculations. In cases where the final results show large

uncertainties, It may be unwise to accept the experimental

zesults. The uncertainty on a computation can be determined

using the following equation proposed by Kline and McClintok

(301 shown below:

W (! I)+2 2+ -+ (2t W 2 1V2 (b.1)
1r k2 W

where

R is the result

Wris the uncertainty of the desired dependent variable

xPx2 z......x are the measured Independent variables

w1.W 2 .wm Mare the uncfertainties In the measured

variables.

A complete discussion covering the development of the

uncertainty analysis used for this Investigation is given by

Georgiadis [271. The uncertainties associated with various
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quantities during this experiment were obtained using th2

prograw 'EUJA9" listed In Mitrou's thesis (10).
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DATA FOR THE UNCERTAINTY ANALYSIS:

File Name: FO4VI?
Pressure Condition: Vacuum (11 kPa)
Steam Temperature - 48.50 (Deg C)
Water Flow Rate (Y.) - 20.00
Water Velocity 1.17 (m/s)
Heat Flux = 2.11SE+OS (W/m*2)
Tube-metal thermal conduc. -.385.0 (W/m.K)
Sleder-Tate constant 0.0104

UNCERTAINTY ANALYSIS:

VARIABLE PERCENT UNCERTAINTY

Mass Flow Rate, 1d 2.97
Reynolds Number, Re 3.06
Heat Flux, q 3.0s
Log-Mean-Tem Diff. LHTD 0.53
Wall Resistance, Rw 2.67
Overall H.T.C., Uo 3.10
Water-Side H.T.C., Ili 2.50
Steam-Side H.T.C., Ho 13.44

DAfA FOR THE UNCERTAINTY ANALYSIS:

File Name: FOV07
Pressure Condition: Vacuum (11 kPa)
Steam Temperature , 48.49 (Deg C)
Water Flow 'ate (Q) - 80.00
Wate: Velocity - 4.44 (m/s)
Heat Flux = 3.413E+05 (W/m*2)
Tube-metal thermal conduc. - 385.0 (W/m.K)
Sleder-Tate constant = 0.0704

UNCERTAINTY ANALYSIS:

VARIABLE PERCENT UNCERTAINTY

Mass Flow Rate. Md 0.78
Reynolds Number, Re 1.06
Heat Flux, q 1.52
Log-Mean-Tem Diff, LMTD 1.22
Wall Resistance, Rw 2.6?
Overall H.T.C., Uo 1.95
Water-Side H.T.C., Hi 1.16
Steam-Side H.T.C., Ho 3.95
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DATA FOR THE UNCFR1AINTY ANALYSIS:

File Namiý: F041112
Pressur' Conditiov,: Atmospheric (101 kPa)
Steam Temperature 99.91 (Deg C)
Water Flow Rate (Xi - 20.00
Water Velocity 1.17 (in/s)
Heat Flux - 6.198E+0S (W/mr2)
Tube-metal thermal corduc. 385.0 (H/mK)
Sieder-Tate constant " 0.0667

UNCERTAINTY ANALYSIS:

VARIABLE PERCENT UNCERTAINTY

Mass Flow Rate, Md 2.97
Reynolds Number, Re 3.07
Heat Flux, q 3.01
I.og-lean-Teri Diff, LITD 0.18
Wall Resistance, Rw 2.67
Overall IITC., Uo 3.02
Water-Side H.T.C., Hi 2.60
Steam-Side H.T.C., Ho 15.79

DATA FOR THE UNCERTAINTY ANALYSIS:

File Name: F04AI2
Pressure Condition: Atmospheric (101 k*Pa)
Steam Temperature a 100.05 (Deg C)
Water Flow Rate (%) - 80.00
Water Velocity l 4.43 (mls)
Heat Flux 1.004E+06 (W/m'2)
Tube-metal thermal conduc. - 385.0 (W/m.K)
Sieder-Tate constant a 0.0667

UNCERTAINTY ANALYSIS:

VARIABLE PERCENT UNCERTAINTY

Mass Flow Rate, Md 0.79
Reynolds Number, Re 1.07
Heat Flux, q 0.99
Log-Mean-Tem Diff, LMTD 0.41
Wall Resistance. Sw 2.67
Overall H.T.C., Uo 1.07
Water-Side H.T.C., Hi 1.20
Steam-Side H.T.C., Ho 2.74
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DATA FOR THE UNCERTAINTY ANALYSIS:

File Name: SV14
Pressure Condition: Vacuum (11 kPa)
Steam Temperature a 49.15 (Deg C)
Water Flow Rate (Q) a 20.00
Water Velocity a 1.17 (m/s)
Heat Flux a 1.622E+OS iW/m'2)Tube-metal thermal conduc. - 385.0 (W/m.K)
Sieder-Tate constant a 0.0687

UNCERTAINTY ANALYSIS:

VARIABLE PERCENT UNCERTAINTY

Mass Flow Rate, Md 2.98
Reynolds Number, Re 3.01
Heat Flux, q 3.09
Log-Mean-Tem Diff, LMTD 0.68
Wall Resistance, Rw 2.67
Overall H.T.C.. Uo 3.16
Water-Side H.T.C., Hi 2.59
Steam-Side H.T.C., Ho 8.14

DATA FOR THE UNCERTAINTY ANALYSIS:

File Name: SV14
Pressure Condition: Vacuum (11 kPa)
Steam Temperature 48.98 (Deg C)
Water Flow Rate (2) 76.25
Water Velocity e 4.22 (m/s)
Heat Flux 2.208E+05 (W/m'2)
Tube-metal thermal conduc. 385.0 (W/m.K)
Sieder-Tate constant - 0.0687

UNCERTAINTY ANALYSIS:

VARIABLE PERCENT UNCERTAINTY

Mass Flow Rate, Md 0.82
Reynolds Number, Re 1.10
Heat Flux, q 2.02
Log-Mean-Tem Diff, LMTD 1.80
Wall Resistance, Rw 2.67
Overall H.T.C., Uo 2.71
Water-Side H.T.C., Hi 1.20
Steam-Side H.T.C., Ho 4.12

'is



DATA FOR THE UNCERTAINTY ANALYSIS:

File Name: SIAIll
Pressure Condition: Atmospheric (101 kPa)
Steam Temperature - 99.62 (Dog C)
Water Flow Rate (X) 20.00
Water Velocity a 1.16 (m/s)
Heat Flux W 3.837E.0S (W/m'2)
Tube-metal thermal conduc. - 385.0 (W/m.K)
Sieder-Tate constant a 0.0710

UNCERTAINTY ANALYSIS:

VARIABLE PERCENT UNCERTAINTY

Mass Flow Rate, Md 3.01
Reynolds Number', Re 3.11
Heat Flux, q 3.05
Log-Mean-Tem Diff. LMTD 0.28
Wall Resistance, Rw 2.67
Overall H.T.C., Uo 3.06
Water-Side H.T.C., Hi 2.62
Steam-Side H.T.C., Ho 6.43

DATA FOR THE UNCERTAINTY ANALYSIS:

File Name: SIAlil
Pressure Condition: Atmospheric (101 kPa)
Steam Temperature a 99.88 (Deg C)
Water Flow Rate (Q) a 80.00
Water Velocity a 4.40 (m/s)
Heat Flux - 5.043E40S (W/m'2)
Tube-metal thermal conduc. - 385.0 (Wim.K)
Sleder-Tate constant a 0.0710

UNCERTAINTY ANALYSIS:

VARIABLE PERCENT UNCERTAINTY

Mass Flow Rate, Md 0.79
Reynolds Number, Re 1.12
Heat Flux, q 1.22
Log-Mean-Tem Diff. LMTD 0.82
Wall Resistance, Rw 2.67
Overall H.T.C., Uo 1.47
Water-Side H.T.C., Hi 1.20
Steam-Side H.T.C., Ho 2.08
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APPENDIX C

LEAST SQUARES CALCULATIONS

The derivation of the average and local enhancement

relationships is summarized as follows:

(a) Assume a thLrd-order polynomial for the local enhancement
rit o:

E a. +a 1 t+€a 24+a 3 0 (c.1)

(b) Apply the first boundary condition,
de

=0 at 0=O0

dqc

2 =a +2a 4+3a 2

d4o 1 2 34

a= =0

=a + a2 
2 +a 3

3

(c) Apply the second boundary condition,

c€=0 at di= n

0 =a +a n2 +a n3

0 2 3

a 0 -(a 2 n2+ a3 n3)

e =--(a 2 n2+a 3 ri3) +a 2 $2  + 03 43

(d) The average enhancement relationship is determined using

the definition of the average value of a function
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: 2 n -a•-3" + a 2 40 + a 3 )d

yields,

V 3 3 4

(e) Apply the third boundary condition, C-* B at 1=*n

to the average enhancement function. B is defined as

the value of the average enhancement for the uninsulated

tube. 2 3 2 a3

B= -a 2
2 n -a n + -2 +

2 3 3 4

which simplifies to
4B 8

a3=: -T- - a2N3 n3 9 n
Now,

a ( 3

-an2+ +!,2 _
C4 2' 33i )3 ~ 4 n

which simplifies to,

~2 3 3
. € Sns 2¢a) 4B B¢

-_ *=32 _ + 9 - 3 3n
(f) Apply the final condition in the form of the least

squares technique. Minimize the error as follows:

2 3 3 n3 2
S=EE2= c~[ 2k-n+ 1 n 2it B B) H

(-91+ 3 31

by dS
-=0
da3

which yields, TERMI

2 TERM2

2 " 2 8n2 - 2 -3 4Bn2 4B 2 32Bn2TE I - i+- E r. p• + -- rE. - -- E gil,4 9 27N - .(L--'--

T 3 9 9 n 3 9 27

8 B 5 8 B 3 28

27 n ~ n 27n 27n
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2n2 16 n4  4n 1 4 16 n2 32 n
TER2 n N - 93 9 9 9 27

464 n 4 4-- 4 + _ N + ;E ..

F27 n 81 81 n.

(g) The results of the above steps yield relationships for

the local and average enhancement of the form:

C = a + 02 +•3

e=b0 + b2 2 + b 4 3

where the values of the a coefficients were defined

above and the values of the b coefficients are related

to the a coefficients as follows:

bo =-(a 2 i2 +a 3 n3)

b2 = 2

b3 =a 3 •
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